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CABLE JOINTING KITS &

POWER CABLE ACCESSORIES UPTO 36 KV



TM

C O N T E N T

JOINTS

 Heat Shrinkable Low Tension Straight Joint Upto 3.3 KV For

XLPE/PVC/PILC Cable

 Heat Shrinkable Straight Joints Upto 36 KV For 3 CORE XLPE/EPR

Insulating Cables

 Heat Shrinkable Straight Joints Upto 36 KV For 3 Core PILC Cable

 Heat Shrinkable Transition Joints Upto 36 KV For 3 Core XLPE-PILC

Cable

 Heat Shrinkable Straight Through Joints Upto 36 KV For Single Core

XLPE/EPR/PVC Insulated Cable

 Heat Shrinkable Straight Joint Upto 36 KV For AB Cable
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TERMINATION

 Heat Shrinkable Terminations Upto 3.3 KV For Low Voltage

XLPE/PILC Cable

 Heat Shrinkable Indoor & Outdoor Terminations Upto 36 KV For 3 Core

XLPE/EPR Insulated Cable 

 Heat Shrinkable Indoor & Outdoor Terminations Upto 36 KV For 3 Core

PILC/MIND Cable

 Heat Shrinkable Indoor & Outdoor Terminations Upto 36 KV Suitable

For 1 Core XLPE/EPR Insulated Cable

 Heat Shrinkable Indoor & Outdoor Terminations Upto 36 KV For

Aerial Bunched Cables
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ACCESSORIES

 Heat Shrinkable Bus Bar Insulation Tape

 Heat Shrinkable Bus Bar Insulation Tube

 Heat Shrinkable Right Angle Boot

 Heat Shrinkable Straight Boot

 Heat Shrinkable Wraparound Sleeve

 Self Vulcanizing / Amalgamating Insulating Tape
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ISO 9001 certification shows the company’s commitment to quality and standard adopted 

for manufacturing process.

ISO 9001 CERTIFICATE

Based on the standard design system of cable jointing kits, we manufacture the core 

components ourselves and ensure first piece inspection to provide quality products and 

hence reliable and safe joints & terminations.

With an unwavering commitment to meet our customers’ expectations with high quality 

products, CHPC endeavors to make itself a strong & preferential supplier of power cable 

accessories & cable jointing kits and emerge as a trusted brand.

OUR STANDARD IS RELIABILITY & SAFETY

CORE Heatshrink Products Company (CHPC) is a leading manufacturer, supplier, and 

exporter of Heat Shrink cable jointing kits & Power cable accessories under brand name BRENT 

for medium voltage energy distribution.

Using today’s most advanced technologies,  CHPC produces and suppl ies 

products/components for cable installation upto 36 kV: Heatshrink Joints, Heat Shrink 

Terminations, Heat Shrink Tubings, Heat Shrink Tapes, Cable repairing sleeves & tapes, Cu/Al 

connectors and numerous others.

ABOUT COMPANY



Heat Shrinkable Straight Joints
Upto 36 KV For 3 CORE XLPE/EPR
Insulating Cables

CHJ-3XS UPTO 36KV

TM

J O I N T S

TECHNICAL SPECIFICATION

TEST SEQUENCE

D.C. Voltage Withstand / 15 min

A.C. Voltage Withstand / 1 min

Impulse Voltage Withstand

Discharge Extinction Voltage (<5pc)

REQUIREMENTS

48 kv

35 kv

75 kv

> 13 kv

11/15kv 22/24kv 33/36kv

96 kv

125 kv

> 25.4 kv

144 kv

170 kv

> 38 kv

50 kv 75 kv

ORDERING REFERENCE

CABLE  SIZE mm² 11/15 KV (KIT CODE)

3 x 16 - 50

3 x 70 - 95

3 x 120 - 185

3 x 240 - 300

3 x 400 - 500

3XS - 15A

3XS - 15B

3XS - 15C

3XS - 15D

3XS - 15E

11/15 KV

ORDERING REFERENCE

CABLE  SIZE mm² 22/24 KV (KIT CODE)

3 x 25 - 50

3 x 70 - 95

3 x 120 - 150

3 x 185 - 240

3 x 300 - 400

3XS - 24A

3XS - 24B

3XS - 24C

3XS - 24D

3XS - 24E

22/24 KV

ORDERING REFERENCE

CABLE  SIZE mm² 33/36 KV (KIT CODE)

3 x 35 - 70

3 x 95 - 150

3 x 185 - 300

3 x 400

3XS - 36A

3XS - 36B

3XS - 36C

3XS - 36D

33/36 KV
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Heat Shrinkable Low Tension
Straight Joint Upto 3.3 KV For
XLPE/PVC/PILC Cable

CHJ-4XS, CHJ-4PS UPTO 36KV

TECHNICAL SPECIFICATION

TEST SEQUENCE

D.C. Voltage Withstand / 15 min

A.C. Voltage Withstand / 5 min

REQUIREMENTS

20 kV

5 kV

ORDERING REFERENCE

CABLE  SIZE mm² KIT CODE (XLPE) KIT CODE (PILC)

4 x 1.5 - 6

4 x 10 - 16

4 x 25 - 50

4 x 70 - 150

4 x 185 - 240

4 x 300 - 400

4XS - 3.3A

4XS - 3.3B

4XS - 3.3C

4XS - 3.3D

4XS - 3.3E

4XS - 3.3F

4XS - 3.3A

4XS - 3.3B

4XS - 3.3C

4XS - 3.3D

4XS - 3.3E

4XS - 3.3F

3.3 KV

ORDERING REFERENCE

CABLE  SIZE mm² KIT CODE (XLPE) KIT CODE (PILC)

4 x 1.5 - 6

4 x 10 - 16

4 x 25 - 50

4 x 70 - 150

4 x 185 - 240

4 x 300 - 400

4XS - 1.1A

4XS - 1.1B

4XS - 1.1C

4XS - 1.1D

4XS - 1.1E

4XS - 1.1F

4PS - 1.1B

4PS - 1.1C

4PS - 1.1D

4PS - 1.1E

4PS - 1.1F

4PS - 1.1A

1.1 KV

JOINTS

Cable Jointing kits are used to maintain the continuity of the cable as power cables are made 
in specified lengths due to the restrictions imposed by manufacturing process, transportation 
and various other reasons.

BRENT Heat Shrink Joints offers Straight Joints for Identical Cables(XLPE to XLPE, PILC to PILC) 
and Transition Joints for different Insulation Cables (XLPE to PILC) to facilitate these jointing 
needs.

FEATURES:
 Impact & Abrasion Resistant
 Good Sealing & Shrinking Property

 Wide Application Range
 Robust & Durable



Heat Shrinkable Straight Joints
Upto 36 KV For 3 Core PILC Cable

CHJ-3PS UPTO 36KV

TM

J O I N T S

TECHNICAL SPECIFICATION

TEST SEQUENCE

D.C. Voltage Withstand / 15 min

A.C. Voltage Withstand / 1 min

Impulse Voltage Withstand

Discharge Extinction Voltage (<5pc)

REQUIREMENTS

48 kV

35 kV

75 kV

> 13 kV

11/15kv 22/24kv 33/36kv

96 kV

125 kV

> 25.4 kV

144 kV

170 kV

> 38 kV

50 kV 75 kV

ORDERING REFERENCE

CABLE  SIZE mm² 11/15 KV (KIT CODE)

3 x 16-35

3 x 50-95

3 x 120-185

3 x 240-300

3 x 400-500

3PS - 15A

3PS - 15B

3PS - 15C

3PS - 15D

3PS - 15E

11/15 KV

ORDERING REFERENCE

CABLE  SIZE mm² 22/24 KV (KIT CODE)

3 x 25 - 50

3 x 70 - 95

3 x 120 - 150

3 x 185 - 240

3 x 300 - 400

3PS - 24A

3PS - 24B

3PS - 24C

3PS - 24D

3PS - 24E

22/24 KV

ORDERING REFERENCE

CABLE  SIZE mm² 33/36 KV (KIT CODE)

3 x 35 - 70 3PS - 36A

3 x 95 - 150  3PS - 36B

3 x 185 - 300  3PS - 36C

3 x 400 3PS - 36D

33/36 KV
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Heat Shrinkable Transition Joints
Upto 36 KV For 3 Core XLPE-PILC
Cable

CHJ-3XPST UPTO 36KV

ORDERING REFERENCE

CABLE  SIZE mm² 11/15 KV (KIT CODE)

3 x 16-35

3 x 50-95

3 x 120-185

3 x 240-300

3 x 400-500

3XPST - 15A

3XPST - 15B

3XPST - 15C

3XPST - 15D

3XPST - 15E

11/15 KV

ORDERING REFERENCE

CABLE  SIZE mm² 22/24 KV (KIT CODE)

3 x 25 - 50 3XPST - 24A

3 x 70 - 95 3XPST - 24B

3 x 120 - 150 3XPST - 24C

3 x 185 - 300 3XPST - 24D

3 x 400 - 500 3XPST - 24E

22/24 KV

ORDERING REFERENCE

CABLE  SIZE mm² 33/36 KV (KIT CODE)

3 x 35 - 70 3XPST - 36A

3 x 95 - 150 3XPST - 36B

3 x 185 - 300 3XPST - 36C

3 x 400 3XPST - 36D

33/36 KV

TECHNICAL SPECIFICATION

TEST SEQUENCE

D.C. Voltage Withstand / 15 min

A.C. Voltage Withstand / 1 min

Impulse Voltage Withstand

Discharge Extinction Voltage (<5pc)

REQUIREMENTS

48 kv

35 kv

75 kv

> 13 kv

11/15kv 22/24kv 33/36kv

96 kv

125 kv

> 25.4 kv

144 kv

170 kv

> 38 kv

50 kv 75 kv
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Heat Shrinkable Straight Through
Joints Upto 36 KV For Single Core
XLPE/EPR/PVC Insulated Cable

CHJ-1XS UPTO 36KV

ORDERING REFERENCE

CABLE  SIZE mm² 11/15 KV (KIT CODE)

16-50 1XS - 15A

70-120 1XS - 15B

150-300 1XS - 15C

400-630 1XS - 15D

800-1000 1XS - 15E

11/15 KV

ORDERING REFERENCE

CABLE  SIZE mm² 22/24 KV (KIT CODE)

16-50 1XS - 24A

70-120 1XS - 24B

150-300 1XS - 24C

400-630 1XS - 24D

800-1000 1XS - 24E

22/24 KV

ORDERING REFERENCE

CABLE  SIZE mm² 33/36 KV (KIT CODE)

25-50 1XS - 36A

70-185 1XS - 36B

240-500 1XS - 36C

630-800 1XS - 36D

1000 1XS - 36E

33/36 KV

TECHNICAL SPECIFICATION

TEST SEQUENCE

D.C. Voltage Withstand / 15 min

A.C. Voltage Withstand / 1 min

Impulse Voltage Withstand

Discharge Extinction Voltage (<5pc)

REQUIREMENTS

48 kv

35 kv

75 kv

> 13 kv

11/15kv 22/24kv 33/36kv

96 kv

125 kv

> 25.4 kv

144 kv

170 kv

> 38 kv

50 kv 75 kv
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Heat Shrinkable Straight Joint
Upto 36 KV For AB Cable

CHJ-1ABS UPTO 36KV

ORDERING REFERENCE

CABLE  SIZE mm² 11/15 KV (KIT CODE)

1 x 16-50 1ABS - 15A

1 x 70-120 1ABS - 15B

1 x 150-225 1ABS - 15C

1 x 240-300 1ABS - 15D

1 x 400-500 1ABS - 15E

1 x 630-1000 1ABS - 15F

11/15 KV

ORDERING REFERENCE

CABLE  SIZE mm² 22/24 KV (KIT CODE)

1 x 25 - 50 1ABS - 24A

1 x 70 - 150 1ABS - 24B

1 x 185 - 240 1ABS - 24C

1 x 300 - 500 1ABS - 24D

1 x 630 - 800 1ABS - 24E

1 x 1000 1ABS - 24F

22/24 KV

ORDERING REFERENCE

CABLE  SIZE mm² 33/36 KV (KIT CODE)

1 x 35 - 70 1ABS - 36A

1 x 95 - 150 1ABS - 36B

1 x 185 - 400 1ABS - 36C

1 x 500 - 630 1ABS - 36D

1 x 800 - 1000 1ABS - 36E

33/36 KV

TECHNICAL SPECIFICATION

TEST SEQUENCE

A.C. Withstand / 5 min

Partial Discharge Test

Impulse Voltage

A.C. Withstand / 15 min

REQUIREMENTS

29 kv

75 kv

16 kv

11/15kv 22/24kv 33/36kv

58 kv

125 kv

32 kv

86 kv

170 kv

48 kv

22kv<10pc (Max.) 33kv<10pc (Max.)11kv<10pc (Max.)
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Heat Shrinkable Terminations
Upto 3.3 KV For Low Voltage
XLPE/PILC Cable

CHT-4X, CHT-4P

ORDERING REFERENCE

CABLE  SIZE mm² KIT CODE (XLPE) KIT CODE (PILC)1.1 KV

4 x 16 - 35

4 x 50 - 95

4 x 120 - 185

4 x 225 - 300

4 x 400 - 500

4X - 1.1A

4X - 1.1B

4X - 1.1C

4X - 1.1D

4X - 1.1E

4P - 1.1A

4P - 1.1B

4P - 1.1C

4P - 1.1D

4P - 1.1E

ORDERING REFERENCE

CABLE  SIZE mm² KIT CODE (XLPE) KIT CODE (PILC)3.3 KV

4 x 16 - 35 4X - 3.3A

4 x 50 - 95  4X - 3.3B

4 x 120 - 185 4X - 3.3C

4 x 225 - 300  4X - 3.3D

4 x 400 - 500 4X - 3.3E

4P - 3.3A

4P - 3.3B

4P - 3.3C

4P - 3.3D

4P - 3.3E

TERMINATIONS

High Voltage cables are terminated for a connection to an end equipment such as 
transformer terminals, switchgear terminals or an equipment in a substation. Proper 
Termination is required when connecting cable to such equipments or it can become the 
weakest link in the cable system.

BRENT Heat Shrink Terminations offers complete range of Termination Kits from 1.1 kV to 36 kV 
for XLPE, PVC, PILC insulation Cables for indoor and outdoor applications.

FEATURES:
 Moisture Sealing Property
 Unlimited Shelf Life

 Wide Application Range
 Easy Installation, High Reliability

Heat Shrinkable Indoor & Outdoor
Terminations Upto 36 KV For 3 
Core XLPE/EPR Insulated Cable 

CHT-3XI, CHT-3XO UPTO 36KV

TECHNICAL SPECIFICATION

TEST SEQUENCE

D.C. Voltage Withstand / 15 min

A.C. Voltage Dry Withstand / 1 min

Impulse Withstand

Discharge Extinction Voltage

REQUIREMENTS

48 kv

35 kv

75 kv

> 13 kv

11/15kv 22/24kv 33/36kv

96 kv

125 kv

> 25 kv

144 kv

170 kv

> 38 kv

50 kv 75 kv

ORDERING REFERENCE

CABLE  SIZE mm² KIT CODE (INDOOR) KIT CODE (OUTDOOR)11/15 KV

3 x 16 - 35

3 x 50 - 95

3 x 120 - 185

3 x 240 - 300

3 x 400 - 500

3XI - 15A

3XI - 15B

3XI - 15C

3XI - 15D

3XI - 15E

3XO - 15A

3XO - 15B

3XO - 15C

3XO - 15D

3XO - 15E

ORDERING REFERENCE

CABLE  SIZE mm² KIT CODE (INDOOR) KIT CODE (OUTDOOR)22/24 KV

16-50

70-120

150-185

240-400

3XI - 24A

3XI - 24B

3XI - 24C

3XI - 24D

3XO - 24A

3XO - 24B

3XO - 24C

3XO - 24D

ORDERING REFERENCE

CABLE  SIZE mm² KIT CODE (INDOOR) KIT CODE (OUTDOOR)33/36 KV

16-50

70-120

150-185

240-400

3XI - 36A

3XI - 36B

3XI - 36C

3XI - 36D

3XO - 36A

3XO - 36B

3XO - 36C

3XO - 36D
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Heat Shrinkable Indoor & Outdoor
Terminations Upto 36 KV For 3 
Core PILC/MIND Cable

CHT-3PI, CHT-3PO UPTO 36KV

TECHNICAL SPECIFICATION

TEST SEQUENCE

D.C. Voltage Withstand / 30 min

A.C. Voltage Dry Withstand / 1 min

Impulse Withstand

REQUIREMENTS

48 kv

35 kv

75 kv

11/15kv 22/24kv 33/36kv

96 kv

125 kv

144 kv

170 kv

50 kv 75 kv

ORDERING REFERENCE

CABLE  SIZE mm² KIT CODE (INDOOR) KIT CODE (OUTDOOR)11/15 KV

3 x 16 - 35

3 x 50 - 95

3 x 120 - 185

3 x 240 - 300

3 x 400 - 500

3PI - 15A

3PI - 15B

3PI - 15C

3PI - 15D

3PI - 15E

3PO - 15A

3PO - 15B

3PO - 15C

3PO - 15D

3PO - 15E

ORDERING REFERENCE

CABLE  SIZE mm² KIT CODE (INDOOR) KIT CODE (OUTDOOR)22/24 KV

3 x 25-50

3 x 70-120

3 x 150-240

3 x 300-400

3 x 500

3PI - 24A

3PI - 24B

3PI - 24C

3PI - 24D

3PI - 24E

3PO - 24A

3PO - 24B

3PO - 24C

3PO - 24D

3PO - 24E

ORDERING REFERENCE

CABLE  SIZE mm² KIT CODE (INDOOR) KIT CODE (OUTDOOR)33/36 KV

3 x 35 - 70

3 x 95 - 150

3 x 185 - 300

3 x 400 - 500

3PI - 36A

3PI - 36B

3PI - 36C

3PI - 36D

3PO - 36A

3PO - 36B

3PO - 36C

3PO - 36D
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Heat Shrinkable Indoor & Outdoor
Terminations Upto 36 KV Suitable 
For 1 Core XLPE/EPR Insulated 
Cable

CHT-1XI,CHT-1XO UPTO 36KV

TECHNICAL SPECIFICATION

TEST SEQUENCE

D.C. Voltage Withstand / 15 min

A.C. Voltage Dry Withstand / 1 min

Impulse Withstand

Discharge Extinction Voltage

REQUIREMENTS

48 kv

35 kv

75 kv

> 13 kv

11/15kv 22/24kv 33/36kv

96 kv

125 kv

> 25 kv

144 kv

170 kv

> 38 kv

50 kv 75 kv

ORDERING REFERENCE

CABLE  SIZE mm² KIT CODE (INDOOR) KIT CODE (OUTDOOR)11/15 KV

1 x 16 - 50

1 x 70 - 120

1 x 150 - 300

1 x 400 - 630

1 x 800 - 1000

1XI - 15A

1XI - 15B

1XI - 15C

1XI - 15D

1XI - 15E

1XO - 15A

1XO - 15B

1XO - 15C

1XO - 15D

1XO - 15E

ORDERING REFERENCE

CABLE  SIZE mm² KIT CODE (INDOOR) KIT CODE (OUTDOOR)22/24 KV

1 x 16 - 50

1 x 70 - 150

1 x 185 - 300

1 x 400 - 630

1 x 800 - 1000

1XI - 24A

1XI - 24B

1XI - 24C

1XI - 24D

1XI - 24E

1XO - 24A

1XO - 24B

1XO - 24C

1XO - 24D

1XO - 24E

ORDERING REFERENCE

CABLE  SIZE mm² KIT CODE (INDOOR) KIT CODE (OUTDOOR)33/36 KV

1 x 25 - 50

1 x 70 - 185

1 x 240 - 400

1 x 500 - 800

1 x 1000

1XI - 36A

1XI - 36B

1XI - 36C

1XI - 36D

1XI - 36E

1X0 - 36A

1XO - 36B

1XO - 36C

1XO - 36D

1XO - 36E
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A C C E S S O R I E S

Heat Shrinkable Indoor & Outdoor
Terminations Upto 36 KV For
Aerial Bunched Cables

CHT-1XIAB, CHT-1XOAB UPTO 36KV

TECHNICAL SPECIFICATION

TEST SEQUENCE

A.C. Withstand / 5 min

Partial Discharge Test

Impulse Voltage

A.C. Withstand / 15 min

REQUIREMENTS

29 kv

11kV<10pc (Max.)

75 kv

16 kv

11/15kv 22/24kv 33/36kv

58 kv

125 kv

32 kv

86 kv

170 kv

48 kv

22kV<10pc (Max.) 33kV<10pc (Max.)

ORDERING REFERENCE

CABLE  SIZE mm² KIT CODE (INDOOR) KIT CODE (OUTDOOR)11/15 KV

1 x 16 - 50

1 x 70 - 120

1 x 150 - 300

1 x 400 - 630

1 x 800 - 1000

1XIAB - 15A

1XIAB - 15B

1XIAB - 15C

1XIAB - 15D

1XIAB - 15E

1XOAB - 15A

1XOAB - 15B

1XOAB - 15C

1XOAB - 15D

1XOAB - 15E

ORDERING REFERENCE

CABLE  SIZE mm² KIT CODE (INDOOR) KIT CODE (OUTDOOR)22/24 KV

1 x 16 - 50

1 x 70 - 150

1 x 185 - 300

1 x 400 - 630

1 x 800 - 1000

1XIAB - 24A

1XIAB - 24B

1XIAB - 24C

1XIAB - 24D

1XIAB - 24E

1XOAB - 24A

1XOAB - 24B

1XOAB - 24C

1XOAB - 24D

1XOAB - 24E

ORDERING REFERENCE

CABLE  SIZE mm² KIT CODE (INDOOR) KIT CODE (OUTDOOR)33/36 KV

1 x 25 - 50

1 x 70 - 185

1 x 240 - 400

1 x 500 - 800

1 x 1000

1XIAB - 36A

1XIAB - 36B

1XIAB- 36C

1XIAB - 36D

1XIAB - 36E

1X0AB - 36A

1XOAB - 36B

1XOAB - 36C

1XOAB - 36D

1XOAB - 36E
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Heat Shrinkable Bus Bar Insulation Tape

DIMENSIONS FOR BUS BAR INSULATION TAPE

CODE AS SUPPLIED WIDTH (mm) RECOVERED THICKNESS (mm) STANDARD LENGTH (M)

CBT- 1

CBT- 2

25

50

1

1

5 or 10

5 or 10

TECHNICAL PROPERTIES

PROPERTY REQUIREMENTS TEST METHOD

Tensile Strength

Tensile Strength After Aging (120°c/168 Hrs)

Longitudinal Shrinkage

Elongation At Break

Elongation At Break After Aging (120°c/168 Hrs)

Dielectric Strength

Dielectric Constant

Volume Resistance

Flammability (oxygen Index)

Copper Corrosion(120°c/168hrs)

Cold Bend(-40°c/4 Hrs)

Water Absorption (23°c/14 Days)

��11.8 MPa

��10 MPa

0 to -10%

��700%

��500%

�20 kv/mm

4.0
1310  Ohm cm min.

��25

No corrosion

No corrosion

<�0.5%

ASTM D 2671

ASTM D 2671

ASTM D 2671

ASTM D 2671

ASTM D 2671

IEC 243

IEC 250

IEC 93

ASTM 4589

ASTM D 2671

ASTM D 2671

ISO 62

APPLICATION

 Heatshrinkable Bus bar tape offers simple and 

effective solutions to bus bar which are fixed and 

cannot be dismantled. It can be used for both 

indoor and outdoor sites and is easily installed over 

regular & irregular shapes including complex 

connections.

 It is widely used in switchgear equipments and 

substations to avoid accidental flashover and 

furthermore, it reduces the toxic and obnoxious 

gas release in event of fire.

FEATURES

 Tested as per IEC-60332-1-2-2004 & IEC 754 PART 1

 Avoids Accidental Flashover

 Halogen Free

 Continous Operating Temprature:-30°C to 130°C



TM

CORE HEATSHRINK PRODUCTS COMPANY13

FH

BL

Heat Shrinkable Right Angle
Boot

Heat Shrinkable Straight Boot

T

H

DIMENSIONS FOR RIGHT ANGLE BOOT

CRB - 1

CRB - 2

CRB - 2A

CODE H T

75

75

95

35

35

35

36

50

67

18

26

26

AS
SUPPLIED

AFTER
RECOVERY

AS
SUPPLIED

AFTER
RECOVERY

DIMENSIONS FOR STRAIGHT BOOT

CODE H H F F BL

CSB - 1

CSB - 2 80

80

32

32

58

34

29

19 225

225

AS
SUPPLIED

AS
SUPPLIED

AFTER
RECOVERY

AFTER
RECOVERY

TECHNICAL PROPERTIES

PROPERTY REQUIREMENTS TEST METHOD

PHYSICAL

Tensile strength

Ultimate Elongation

Density

Hardness

Water absorption

THERMAL

Accelerated Ageing

Tensile Strength

Ultimate Elongation

Low Temperature Flexibility (-40°C for 4 hrs) 

Heat Shock (250°C for 30 min)

Shrink Temperature

Continuous Temperature Limit

Electrical    

Dielectric strength

Volume Resistivity

Dielectric Constant

Resistant To Track & Erosion

212 N/mm  (MPA) (min)

350% (min)
31.15 ± 0.2 gm/cm

45 ± 10 shore D

0.5 % (max)

(120°C for 500 hrs)
211 N/mm  (Mpa) (min.)

300% (min)

No Cracking

No Cracking Or Flowing

125°C

-40 to + 100°C

15 KV/mm (min.)
141 x 10  ohm. cm (min)

5 (max.)

No tracking, erosion or flame
failure upto 3.25 KV for 20 min.

ASTM D638

ASTM D638

ASTM D792

ASTM D2240

ASTM D570

ASTM D2671

ASTM D 638

ASTM D 638

ASTM D2671

ESI 09-11

IEC 216

IEC 216

ASTM D149

ASTM D257

ASTM D150

ASTM D 2303

A C C E S S O R I E S
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Heat Shrinkable Bus Bar Insulation Tube

DIMENSIONS FOR BUS BAR INSULATION TUBE

CODE
(D) INNER DIAMETER

(AS SUPPLIED)
(D) INNER DIAMETER
(AFTER RECOVERY)

WALL THICKNESS
(AFTER RECOVERY)

CBT- 25/6

CBT- 33/8

CBT- 40/12

CBT- 55/16

CBT- 65/19

CBT- 75/22

CBT- 85/25

CBT- 95/25

CBT- 115/34

CBT- 140/42

CBT- 160/50

CBT- 180/58

CBT- 200/65

25

33

40

55

65

75

85

95

115

140

160

180

200

6

8

12

16

19

22

25

25

34

42

50

58

65

2.9-3.1

2.9-3.1

2.9-3.1

2.9-3.1

3.0-3.1

3.0-3.1

3.1-3.4

3.1-3.4

3.2-3.5

3.3-3.6

3.3-3.6

3.4-3.7

3.4-3.7

TECHNICAL PROPERTIES

PROPERTY REQUIREMENTS TEST METHOD

Tensile Strength

Tensile Strength After Aging (120° C/168 Hrs)

Longitudinal Shrinkage

Elongation At Break

Elongation At Break After Aging (120° C/168 Hrs)

Dielectric Strength

Dielectric Constant

Volume Resistance

Flammability (oxygen Index)

Copper Corrosion (120°c/168hrs)

Cold Bend(-40° C/4 Hrs)

Water Absorption (23° C/14 Days)

��13.5 MPa

��10 MPa

0 to -10%

��400%

��250%

�20KV/mm

4.0
1310  Ohm cm min.

��25

No corrosion

No corrosion

<0.5%

ASTM D 2671

ASTM D 2671

ASTM D 2671

ASTM D 2671

ASTM D 2671

IEC 243

IEC 250

IEC 93

ASTM 4589

ASTM D 2671

ASTM D 2671

ISO 62

FEATURES

 TTested as per IEC-60332-1-2-2004 & IEC 754 PART 1

 Requires Minimum Bus Bar Clearance

 Good Thermal Emissivity

 Continous Opeating Temprature:-30°C to 130°C

 Halogen Free

APPLICATION

 CBT is widely used in switchgear equipments and 

confined spaces as it needs minimum bus bar 

clearance and protects against accidental flashover.

 It is suitable for both indoor and outdoor use as it does 

not get damaged by extreme weather or ultraviolet 

rays.
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Heat Shrinkable Wraparound Sleeve

W

L

Wr a p a r o u n d   S l e e v e

A�er Recovery
As Supplied

D d

DESCRIPTION

Wraparound Sleeves offers fast and reliable cable 

repair for damaged cable jackets. The wraparound 

sleeve is easily fitted in place by means of its rails & 

channels closure. An easy one step method of 

installation provides a tight and waterproof sealing for 

moisture impervious cables in extreme mechanical 

abusive environments. The tube shrinks on heating 

above 120°C and fits nicely over the cable. 

Simultaneously the adhesive melts and seals the 

damaged cable preventing it from further damage 

from moisture and dirt. High degree of Shrink Ratio and 

Heatshrink ability enables one size to fit many cable 

diameters. The thermochromatic paint ensures 

adequate heat is applied while installing the sleeve.

FEATURES

 Made from Cross linked polyolefin

 Shrink Ratio >3 : 1

 Quick & Easy Installation

 Excellent chemical & electrical properties

 Non-corrosive

 UV-resistant

 Continuous operating temperature: - 55°C to 

120°C

 Standard Colour : Black

DIMENSIONS FOR WRAPAROUND SLEEVE

CWS-42/8

CWS-53/13

CWS-62/22

CWS-92/30

CWS-122/38

CWS-140/45

CWS-160/50

CWS-210/50

53

62

92

122

140

160

210

52

13

22

30

38

45

50

60

8

2.7

2.72.7

2.7

2.7

2.7

2.7

2.7

2.7

250 mm

250 mm

910 mm

965 mm

1000 mm

1000 mm

1000 mm

250 mm

AFTER
RECOVERY

AS
SUPPLIED

CODE D d W L

Self Vulcanizing / Amalgamating Insulating Tape

APPLICATION

 Used in Cable Jointing & Termination of Low/Med/High Voltage

 Cables Repairing and maintenance of cables upto 69 kV 

TECHNICAL PROPERTIES

PARTICULARS UNIT NOMINAL VALUE TEST METHOD

Thickness

Tensile Strength

Elongation At Break

Volume Resistivity

Dielectric Loss Angle

Dielectric Strength

mm

Mpa

%

ohm.m

-

kV/mm

Bs903

Bs903

ASTM D 257

ASTM D 150

ASTM D 149

0.75

3

900
131x10

0.005

42

PROPERTIES

 Made of EPR Rubber

 Excellent Insulation 

 Applicable upto 69 kV

 Excellent Physical & Electrical Properties

 Excellent Resistance to water and ozone

 Standard Color: Black

Self Vulcanizing/Amalgamating Insulating Tape or 

sometimes vernacularly called Self Fusing Tape is 

made of EPR (Ethylene Propylene Rubber) with 

excellent electrical & physical properties which are 

unaffected by degree of stretch.

DIMENSIONS FOR SELF VALCANIZING / AMALGAMATING INSULATING TAPE

ROLL WIDTH

19 mm

ROLL LENGTH

10 Mtr

10 Mtr38 mm
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